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EASYTAPE SERIES

Ask for details

* 208 Volt, 380 Volt, 415 Volt, 480 Volt 50/60 Hz (optional)

T E C H N I C A L  F E A T U R E S
MACHINE
GENERAL FEATURES

Power Supply
Table Height
Convey Speed
Carton Dimensions (L x W x H)
Adhesive Tape Spec
Adhesive Tape Material
Electric Components
Working Noise
Surroundings
Machine Dimensions (L x W x H)
Packing Dimensions (L x W x H)
N.W/G.W

Volt - Hz 
mm/inch 

m/min
mm/inch
mm/inch

mm/inch
mm/inch

kg

2121/32~ 2917/32,  2121/32~ 311/2’’

529/32  ∞ x 423/32 ~ 1857/64  x 423/32 ~ 1857/64 ‘‘
157/64 ~ 253/64’’

4229/32  x 353/4  x  Table Height + 2917/32’’
471/4  x 4111/32  x 573/32’’

2121/32~ 2917/32,  2121/32~ 311/2’’

529/32  ∞ x 423/32 ~ 1857/64  x 423/32 ~ 1857/64 ‘‘
157/64 ~ 253/64’’

4229/32  x 353/4  x  Table Height + 2917/32’’
471/4  x 4111/32  x 573/32’’

1P 110 Volt/220 Volt 50 Hz - 400 W
550 ~ 750(foot cup),  550 ~ 800(truckles)
20
150∞ x 120~480 x 120~480
48~72
Kraft paper, Or, Bopp
Taiwan ‘‘Loson’’ Motor
≤ 75DB(A)
Humudity ≤ 98%, Temperature 0~40 °C
1090 x 890 x Table Height + 750
1200 x 1050 x 1450
200/265

1P 110 Volt/220 Volt 50 Hz - 600 W
550 ~ 750(foot cup),  550 ~ 800(truckles)
20
150∞ x 120~480 x 120~480
48~72
Kraft paper, Or, Bopp
Taiwan ‘‘Loson’’ Motor
≤ 75DB(A)
Humudity ≤ 98%, Temperature 0~40 °C
1090 x 890 x Table Height + 750
1200 x 1050 x 1450
210/275
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